
PREPARATION 

Diamond grind or Polyvac substrate. 
Surface must be free of moisture at the time of application.
Repair and fill cracks with APC Epoxy Putty or Concrete Repair Kit.

PRIME COAT 

BASE COAT &  ULTRA FLAKE BROADCAST

ENTRAPMENT COAT &  uv top coat

Lightly sand, scrape or broom the surface to knock off any sharp flake.
Use a garden blower or vacuum to remove excess & unbound flake from the surface.
Apply first coat of SPA80 at a rate of 4m2/L.

If applying a second coat more than 24 hours after the prime coat, lightly sand the floor prior to application.

This should only be applied by an experienced installer.
Coverage rates may vary depending on the porosity of the substrate.

 

Ultra Flake - RAPID Finish
INSTALLATION / PROVISIONING INSTRUCTIONS

SPA80 FAST CURE, 4 Coat, uv stable seamless epoxy system
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Refer to individual SDS for recommended PPE during preparation & application of products.

Apply primer coat of EPO100MT® Tinted Moisture Tolerant Epoxy at a rate of 6m2/L, using up to 10% 150 Epoxy Thinners.
Leave to cure for approximately 2 hours or until touch dry.

Apply the second coat of EPO100MT Tinted Moisture Tolerant Epoxy at a rate of 6m2/L, using up to 10% 150 Epoxy Thinners.
Wearing Spike Shoes & whilst the coating is still wet, broadcast the Ultra Flake up & out evenly until refusal, Avoid throwing the flake
directly at the floor as you will experience clumping.

Nano Ultra Flake Coverage:  10m2 Per Box
Small & Large Ultra Flake Coverage: 15m2 Per Box
Jumbo Ultra Flake Coverage: 20m2 Per Box

Leave to cure for approximately 4-6 hours or until touch dry. 

Application is based on a  full broadcast of Ultra Flake
If applying a second coat more than 24 hours after the prime coat, lightly sand the floor prior to application.


